J
SHAPE DITCH AS NEEDED TO
ENSURE NO INTERUPTON OF
WATER FLOW

1
EQUIPMENT

ROOM

APPROX. LOCATION SUMP
OUTLET, (EXACT LOCATIONS
WILL VARY. SEE DETAILS
THIS PAGE.

NEW SPLASH BLOCK;
REMOVE AND DISPOSE OF
OLD SPLASH BLOCK WHERE
APPLICABLE.

NOTE: REPLACE RODENT
SCREEN ON ALL SITES.
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GALVANIZED METAL OR
STAINLESS STEEL CLAMP

4X4 MESH, 0.080"¢ WIRE,
GALVANIZED, ONE PIECE
RODENT SCREEN FORMED; INCLUDING END CAP.
N.T.S.

REMOVE RIP—RAP AND
DISPOSE OF OFF SITE

EXIST. DITCH SECTION

EXISTING DITCH

N.T.S.

NOTE: LOCATION AND AMOUNT 0OF RIP-RAP TO BE
REMOVED WILL BE DETERMINED BY ON
GOVERNMENT INSPECTOR AT THE BEGINNING

NOTE: ALL CULVERTS ON LF’S
SHALL BE CLEARED OF
% SILT, ROCK AND DEBRIS.
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REMOVE RIP—RAP AND DISPOSE
OF GEO—-TECH FABRIC

OF WORK ON EACH LAUNCH FACILITY.

REMOVE AND DISPOSE
GEOTECH FABRIC

DITCH DRAINAGE DETAILS

NOT TO SCALE

REINFORCED SPLASH BLOCK

CLEANED AND
COMPACTED DITCH
SECTION
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e . i SLOPE= 2% MIN,
X qu EQUIPMENT
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y u APPROX. LOCATION SUMP
X SPLASH BLOCK, 47 LONG OUTLET, (EXACT LOCATIONS 3N
WILL VARY)
\A
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& SLOPE= 2% MIN. IF I START SHAPING DITCH 1’ BEYOND SUMP
NOT POSSIBLE, ENSURE PUMP DRAIN OUTLET FOLLOW EXISTING DITCH
POSITIVE DRAINAGE. ROUTE
HIGH POINT (TYPICAL LOCATIONS)
X
& % % X > % % x > Y % %

NEW DITCH SECTION /1
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LF SURFACE DRAINAGE

SPLASH BLOCK/DITCH DRAINAGE DETAILS

3

IF NOT POSSIBLE
ENSURE POSITIVE DRAINAGE.
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